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RINGSEAL
JUST WATERPROOF

Innovative closure system joining
two zipper ends in a ring shape

APPLICATIONS
▶ Watersports clothing

(joint between jacket & pants)
▶ Protective clothing
▶ Coverings
▶ Outdoor gear

SPECIFICATIONS*
Sealing strength:  Chain ▶ 500 mbar

Closure ▶ Splash water proof
Cross tension:  200 N/cm

* http://tizip.com/performance-test-method
Version No. 210104 



MASTERSEAL SERIES
WATERPROOF & AIRTIGHT

Suitable for a full range
of demanding applications

APPLICATIONS
▶ Watersports (dry- & semidry suits)
▶ Waterproof bags (backpacks, duffles, ...)
▶ Protective clothing
▶ Tents and coverings
▶ Outdoor gear

MASTERSEAL 6-SPECIFICATIONS*
Chain width:  6 mm
Sealing strength: 200 mbar
Cross tension:  160 N/cm

MASTERSEAL 10-SPECIFICATIONS*
Chain width: 10 mm
Sealing strength: 500 mbar
Cross tension:  200 N/cm

SUPERSEAL
WATERPROOF & AIRTIGHT

Extra resilient and sealed for
heavy-duty and safety applications

APPLICATIONS
▶ Pack rafts
▶ Protective clothing
▶ Coverings, tents
▶ Inflatable objects (water balls,

promotional balloons)

SPECIFICATIONS*
Sealing strength: 700 mbar
Cross tension: 300 N/cm

WATERSEAL
JUST WATERPROOF

Repels spray water, resists
soiling and for easy zipping 

APPLICATIONS
▶ Hiking shoes and boots
▶ Watersports clothing (above water)
▶ Protective clothing
▶ Outdoor gear

SPECIFICATIONS*
Sealing strength: Splash water proof
Cross tension: 300 N/cm




