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String the Moments of Nature

      ecre has been specialized in trail cameras for more than 7 years by providing OEM/ODM 

services for world-wide customers. Zecre owns R&D team with more than 15 years experience in image 

and video products, including ID design, hardware and software developing. Each year, Zecre develops 

4 to 5 models to meet customers demands to gain better market share. Zecre aims to long term and 

win-win cooperation with reasonable price and strict 100% tested quality control. 
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 PH880-4G

SPECIFICATIONPH880-4G

0201

32MP PHOTO RESOLUTION, 4K VIDEO RESOLUTION, IP66  WATERPROOF 

LTE Transimssion:

Photo Resolution:

Video Resolution:

Display Screen:

Lens:

IR LED:

Power Supply: 

PIR Angle:

Trigger Times:

Memory:

USB interface:

Waterproof:

Preview and download photos on APP

32MP/20MP/16MP/12MP/8MP/5MP

4K/2.7K/1080P/720P

2.0 inch

Focal Length=4mm F/NO=1.6 View Angle=94°

42pcs, 940NM

8PCS/16PCS X 1.5V AA Batteries

90 degree

0.2-0.6 sec super fast trigger times

Micro SD card, up to 512GB

Type-C

IP66

512GB

4G

Total PIR angle

90°

Trlgger Time

  LTE photo transmission, built-in 2000mAh solar panel



 PH870-4G

SPECIFICATIONPH870-4G

0403

32MP PHOTO RESOLUTION, 4K VIDEO RESOLUTION, IP66  WATERPROOF 

LTE Transimssion:

Photo Resolution:

Video Resolution:

Display Screen:

Lens:

IR LED:

IR Range:

PIR Angle:

Trigger Times:

Memory:

Interface:

Waterproof:

Preview and download photos on APP

32MP/20MP/16MP/12MP/8MP/5MP

4K/2.7K/1080P/720P

2.4inch

Focal Length=4mm F/NO=1.6 View Angle=94°

45pcs, 940NM

25m/80ft

90 degree

0.2-0.6 sec super fast trigger times

Micro SD card, up to 512GB

Mini USB, TV output

IP66
512GB

Total PIR angle

90°

 LTE photo transmission, preview and download photos on APP

Trlgger Time

4G



0605

Wi-Fi

Wi-Fi

 PH770-8W
Photo Resolution:

Video Resolution:

Daytime:

Night Vision: 8MP/5MP/3MP/2MP

 32MP/ 20MP/16MP/12MP/8MP/5MP

Daytime: 4K@10fps / 2.7K@20fps / 1080P@

30fps / 720P@60fps / 720P@30fps / 480@30fps 

Night Vision:1080P@30fps / 720P@30fps /

 480@30fps

Daytime:

Angle=75°, H=60°Night Vision: Focal Length

=4mm, F/NO=1.6, View Angle=100°, H=80°

 Focal Length=4.8mm, F/NO=2.8, View 

SPECIFICATIONPH770-8W

   

Screen Display:

Lens:

IR LED:

IR Range:

PIR Angle:

Trigger Time:

Standby:

Memory:

Interface:

Waterproof:

 

2.4 inch TFT LCD

 

42pcs, 940NM

25m/80ft

90 degree

0.2-0.6 second

up to 12months

SD/SDHC card, up to 512GB

, TV output,

IP66

Mini USB

512GB

Dual Camera

WIFI, remote control with APP,Dual Lens for day time and night vision modes
ONE SENSOR FOR DAYTIME, ONE SENSOR FOR NIGHT VISION, 8MP SENSOR, IP66 WATERPROOF



 PH810W

SPECIFICATIONPH810W

0807

WIFI, remote control with APP
32MP PHOTO RESOLUTION, 4K VIDEO RESOLUTION, IP66  WATERPROOF 

Photo Resolution:

Video Resolution:

Screen Display:

Lens:

IR LED:

IR Range:

PIR Angle:

Trigger Time:

Standby:

Memory:

Interface:

Waterproof:

32MP/20MP/16MP/12MP/8MP/5MP

4K/2.7K/1080P/720P,WVGA, QVGA

2.4 inch TFT LCD

 F=4mm, F/NO=1.6, FOV=102°

45pcs, 940NM

25m/80ft

120 degree

0.2-0.6 second

up to 12months

Micro SD card, up to 512GB

, TV output,

IP66

Mini USB
Wi-Fi Total PIR angle

512GB

Wi-Fi

120



SPECIFICATIONPH800W

Wi-Fi,120 degree PIR range, 4K video resolution

1009

PH800W

Wi-Fi

Photo Resolution:

Video Resolution:

Screen Display:

Lens:

IR LED:

IR Range:

PIR Angle:

Trigger Time:

Standby:

Memory:

Interface:

Waterproof:

32MP/20MP/16MP/12MP/8MP/5MP

4K/2.7K/1080P/720P,WVGA, QVGA

2.4 inch TFT LCD

 F=4mm, F/NO=1.6, FOV=102°

40pcs, 940NM

25m/80ft

120 degree

0.2-0.6 second

up to 12months

Micro SD card, up to 512GB

, TV output,

IP66

Mini USB

32MP PHOTO RESOLUTION, 4K VIDEO RESOLUTION

Wi-Fi Total PIR angle

512GB
120



 PH780W
SPECIFICATIONPH780W

1211

Trlgger Time

MINI size, WIFI, remote control with APP
28MP PHOTO RESOLUTION, 4K VIDEO RESOLUTION

Photo Resolution:

Video Resolution:

Screen Display:

Lens:

IR LED:

IR Range:

PIR Angle:

Trigger Time:

Standby:

Memory:

Interface:

Waterproof:

 28MP/20MP/16MP/12MP/8MP/5MP

4K/2.7K/1080P/720P,WVGA, QVGA

2.0 inch TFT LCD

 F=4mm, F/NO=2.0, FOV=82°

39pcs, 940NM

20m/65ft

90 degree

0.2-0.6 second

up to 12months

TF/ Micro SD card, up to 512GB 

US , TV output,

IP56

Mini USB

Wi-Fi

512GB

Total PIR angle

90

Wi-Fi



1413

PH820W

Wi-Fi

2.7K video resolution, support micro SD card up to 128GB,Video compressed format H.264

WIFI, remote control with APP

SPECIFICATIONPH820W

Photo Resolution:

Video Resolution:

Screen Display:

Lens:

IR LED:

IR Range:

PIR Angle:

Trigger Time:

Standby:

Memory:

USB interface:

Waterproof:

32MP,20MP,24MP,16MP,12MP,8MP,4MP,2MP

2.7K,1920*1080P,1280*720P

2.0 inch TFT LCD

F=4mm, F/NO=1.6, FOV=92°

26pcs, 940NM

20m/65ft

90 degree

0.2-0.6 second

up to 12months

TF/ Micro SD card, up to 128GB

IP66

Type-C

128GB

Total PIR angle

90°

Trlgger Time
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PH830W

Wi-Fi

SPECIFICATION

Photo Resolution:

Video Resolution:

Screen Display:

Lens:

IR LED:

IR Range:

PIR Angle:

Trigger Time:

Standby:

Memory:

USB interface:

Waterproof:

32MP,20MP,24MP,16MP,12MP,8MP,4MP,2MP

2.7K,1920*1080P,1280*720P

2.0 inch TFT LCD

F=4mm, F/NO=1.6, FOV=92°

26pcs, 940NM

20m/65ft

90 degree

0.2-0.6 second

up to 12months

TF/ Micro SD card, up to 128GB

IP66

Type-C

128GB

Total PIR angle

90°

Trlgger Time

PH830W

2.7K video resolution, support micro SD card up to 128GB,Video compressed format H.264

WIFI, remote control with APP



SPECIFICATIONPH910K

1817

PH910K Photo Resolution:

Video Resolution:

Screen Display:

Lens:

IR LED:

IR Range:

PIR Angle:

Trigger Time:

Standby:

Memory:

 USB interface: 

Waterproof:

4K 30fps 2.7fps /1080P 120fps/1080P

60fps/1080P 30fps

2.0 inch TFT LCD

 F=4mm, F/NO=1.6, FOV=102°

39pcs, 940NM

25m/80ft

90degree

0.2 second

up to 12months

TF/ Micro SD card, up to 512GB 

IP56

Type-C

512GB

Trlgger Time

IP56

Mini Size,  real 4K@30PFS, support slow motion 1080P@120PFS
48MP PHOTO RESOLUTION,Video compressed format H.264

48MP/30MP/24MP/16MP/12MP/8MP/4MP

Total PIR angle

90°



PH920

2019

Ultra HD, 4K video resolution, 48MP photo resolution
 IP66  WATERPROOF,Video compressed format H.264 

SPECIFICATIONPH920

Photo Resolution:

Video Resolution:

Screen Display:

Lens:

IR LED:

IR Range:

PIR Angle:

Trigger Time:

Standby:

Memory:

Interface:

Waterproof:

4K/2.7K/1080P/720P,WVGA, QVGA

2.4 inch TFT LCD

 F=4mm, F/NO=1.6, FOV=102°

45pcs, 940NM

25m/80ft

120 degree

0.2-0.6 second

up to 12months

Micro SD card, up to 512GB

, TV output,

IP66

Mini USB

512GB

Trlgger Time

IP66

48MP/30MP/24MP/16MP/12MP/8MP/4MP

Total PIR angle

120°



SPECIFICATIONPH900

2221

Night Vision Binoculars, 10 x Optical Zoom

Photo Resolution:

Video Resolution:

Display Screen:

Lens:

Optical zoom:

Digital zoom:

Observation distance:

Low light or daytime observation distance:

Infrared light:

USB interface:

Memory:

2MP

1080P

2.4 inch

F=5.5,F/NO=1.6

10x

4x

in all darkness 250-300M

0.5 meters to infinity

850nm

TYPE-C 2.0

TF card, maximum support 512GB512GB

Optical Zoom

PH900

Digital Zoom Brightness 
Adjustment

Lcd Display Video 
Resolution

IP56FULL HD



PH770-8M

SPECIFICATIONPH770-8M

2423

Trlgger Time

8MP image sensor, 4K video resolution
32MP PHOTO RESOLUTION, 4K VIDEO RESOLUTION, IP66  WATERPROOF 

Photo Resolution:

Video Resolution:

Screen Display:

Lens:

IR LED:

IR Range:

PIR Angle:

Trigger Time:

Standby:

Memory:

Interface:

Waterproof:

32MP,20MP,16MP,12MP,8MP,5MP

4K,2.7K,1080P,720P(60FPS),D1,VGA

2.4 inch TFT LCD

F=4mm, F/NO=1.6, FOV=82°

940NM/850NM optional

25m/80ft

90 degree

0.2-0.6 second

up to 12months

SD/SDHC card, up to 512GB

Mini USB, TV output,

IP66

512GB
90

Total PIR angle



PH770-8D
SPECIFICATIONPH770-8D

2625

Dual Lens for day time and night vision modes
ONE SENSOR FOR DAYTIME, ONE SENSOR FOR NIGHT VISION, 8MP SENSOR, IP66 WATERPROOF

   

Screen Display:

Lens:

IR LED:

IR Range:

PIR Angle:

Trigger Time:

Standby:

Memory:

Interface:

Waterproof:

 

2.4 inch TFT LCD

 

42pcs, 940NM

25m/80ft

90 degree

0.2-0.6 second

up to 12months

SD/SDHC card, up to 512GB

UMini USB, TV output,

IP66

PH770-8D

OTHER

Photo Resolution:

Video Resolution:

Daytime:

Night Vision: 8MP/5MP/3MP/2MP

 32MP/ 20MP/16MP/12MP/8MP/5MP

Daytime: 4K@10fps / 2.7K@20fps / 1080P@

30fps / 720P@60fps / 720P@30fps / 480@30fps 

Night Vision:1080P@30fps / 720P@30fps /

 480@30fps

Daytime:

Angle=75°, H=60°Night Vision: Focal Length

=4mm, F/NO=1.6, View Angle=100°, H=80°

 Focal Length=4.8mm, F/NO=2.8, View 

Trlgger Time

512GB

Dual Camera



SPECIFICATIONPH860

Trlgger Time

Dual Lens for day time and night vision modes
ONE SENSOR FOR DAYTIME, ONE SENSOR FOR NIGHT VISION, 8MP SENSOR, IP66 WATERPROOF

Screen Display:

Lens:

IR LED:

IR Range:

PIR Angle:

Trigger Time:

Standby:

Memory:

Interface:

Waterproof:

 

 

2.4 inch TFT LCD

40pcs, 940NM

25m/80ft

90 degree

0.2-0.6 second

up to 12months

SD/SDHC card, up to 512GB

Mini USB, TV output,

IP66

2827

PH860

512GB

Photo Resolution:

Video Resolution:

Daytime:

Night Vision: 8MP/5MP/3MP/2MP

 32MP/ 20MP/16MP/12MP/8MP/5MP

Daytime:

30fps / 720P@60fps / 720P@30fps / 480@30fps 

Night Vision:1080P@30fps / 720P@30fps /

 480@30fps

 4K@10fps / 2.7K@20fps / 1080P@

Daytime:

Angle=75°, H=60°Night Vision: Focal Length

=4mm, F/NO=1.6, View Angle=100°, H=80°

 Focal Length=4.8mm, F/NO=2.8, View 

Dual Camera



PH770-5S

SPECIFICATIONPH770-5S

3029

Trlgger Time

Ultra HD, 4K video resolution, 32MP photo resolution
32MP PHOTO RESOLUTION, 4K VIDEO RESOLUTION, IP66  WATERPROOF 

Photo Resolution:

Video Resolution:

Screen Display:

Lens:

IR LED:

IR Range:

PIR Angle:

Trigger Time:

Standby:

Memory:

Interface:

Waterproof:

32MP,20MP,16MP,12MP,8MP,5MP

4K,2.7K,1080P,720P(60FPS),D1,VGA

2.4 inch TFT LCD

F=4mm, F/NO=2.0, FOV=98°

45pcs, 940NM

25m/80ft

120 degree

0.2-0.6 second

up to 12months

SD/SDHC card, up to 512GB

Mini USB, TV output,

IP66

512GB
120

Total PIR angle
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120 degree PIR range, 2.7K video resolution

SPECIFICATIONPH800G

Photo Resolution:

Video Resolution:

Screen Display:

Lens:

IR LED:

IR Range:

PIR Angle:

Trigger Time:

Standby:

Memory:

Interface:

Waterproof:

28MP,16MP,12MP,8MP,5MP,3MP

2.7K,1920*1080P,1280*720P,WVGA, QVGA

2.4 inch TFT LCD

F=4mm, F/NO=2.0, FOV=102°

40pcs, 940NM

25m/80ft

120 degree

0.2-0.6 second

up to 12months

TF/ Micro SD card, up to 512GB 

Mini USB, TV output,

IP66

PH800G

31

512GB

Total PIR angle

120°

Trlgger Time



34

2.7K video resolution, support micro SD card up to 512GB

SPECIFICATION

Photo Resolution:

Video Resolution:

Screen Display:

Lens:

IR LED:

IR Range:

PIR Angle:

Trigger Time:

Standby:

Memory:

Interface:

Waterproof:

28MP,16MP,12MP,8MP,5MP,3MP

2.7K,1920*1080P,1280*720P,WVGA, QVGA

2.0 inch TFT LCD

F=4mm, F/NO=2.0, FOV=92°

940NM/850NM optional

20m/65ft

90 degree

0.2-0.6 second

up to 12months

TF/ Micro SD card, up to 512GB

Mini USB, TV output,

IP66

PH830

33

512GB

Total PIR angle

90°

Trlgger Time

PH830
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2.7K video resolution, support micro SD card up to 512GB

SPECIFICATION

Photo Resolution:

Video Resolution:

Screen Display:

Lens:

IR LED:

IR Range:

PIR Angle:

Trigger Time:

Standby:

Memory:

Interface:

Waterproof:

28MP,16MP,12MP,8MP,5MP,3MP

2.7K,1920*1080P,1280*720P,WVGA, QVGA

2.0 inch TFT LCD

F=4mm, F/NO=2.0, FOV=92°

940NM/850NM optional

20m/65ft

90 degree

0.2-0.6 second

up to 12months

TF/ Micro SD card, up to 512GB

Mini USB, TV output,

IP66

PH820

35

512GB

Total PIR angle

90°

Trlgger Time
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2.7K video resolution, support micro SD card up to 512GB
 2.4 INCH TFT LCD DISPLAY, DUAL PIR, 120 DEGREE WIDE DETECTIVE RANGE

SPECIFICATIONPH700G

Photo Resolution:

Video Resolution:

Screen Display:

Lens:

IR LED:

IR Range:

PIR Angle:

Trigger Time:

Standby:

Memory:

Interface:

Waterproof:

28MP,16MP,12MP,8MP,5MP,3MP

2.7K,1920*1080P,1280*720P,VGA

2.4 inch TFT LCD

F=7.45mm,F/NO=3.0, FOV= 55°

27pcs, 940NM

20m/65ft

90 degree

0.2-0.6 second

up to 12months

TF/ Micro SD card, up to 512GB

Mini USB, TV output,

IP66

38

SPECIFICATIONPH700Y

Photo Resolution:

Video Resolution:

Screen Display:

Lens:

IR LED:

IR Range:

PIR Angle:

Trigger Time:

Standby:

Memory:

Interface:

Waterproof:

28MP,16MP,12MP,8MP,5MP,3MP

2.7K,1920*1080P,1280*720P,VGA

2.4 inch TFT LCD

F=4mm, F=2.0, FOV=102°

27pcs, 940NM

20m/65ft

90 degree

0.2-0.6 second

up to 12months

TF/ Micro SD card, up to 512GB

Mini USB, TV output,

IP66

PH700G

512GB

Total PIR angle

90°

Trlgger Time

PH700Y

512GB

Total PIR angle

90°

Trlgger Time
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SPECIFICATION SP-612

 Solar Panel 

39

2/4 pieces 18650 lithium batteries，5200mAh/10400mAh

6V 2 A / 9V 1.3A / 12V 1A

1.Solar charging, 2.External power charging (5V)

3W

500mA

1000W/m²; 25℃; AM1.5

2M

M6 screw size

Sunny day, 5/10days

Face South, 30-40 degree

IP66

Built-in battery capacitor:

Max. Output:

Charging methods:

Solar panel charging output:

Solar panel charging current:

Start-up modes:

Triple battery protection:

Power management:

Standard condition:

Line length:

Holder:

Full charged time:

Installation angle:

Waterproof: 

1.Higher than 0.2W solar power output is detected

2.Operation load is detected.

1.Over discharge protection

2.Over current protection

3.Temperature protection

4. Intelligent batteries charging protection 

1.Stop invalid charging

2.Higher than 91% output conversion rate

Multi outputs for differentdevices

5200mAh/10400mAh

High capacity

 SP-612

Super low power consumption: 1. output lower than 300UA, 
2. low brightness charging minimum 16000LUX, higher than 1MA
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SPECIFICATION SP-6V 

 Solar Panel 

41

2 pieces 18650 lithium batteries, Sanyo 5200mAh

5V 1.3 A, output over-current protection

1.Solar charging 2.External power charging (5V)

1.6W

320mA

1000W/m²; 25℃; AM1.5

3M, micro USB connector

M6 screw size

Sunny day, 10 days

Face South, 30-40 degree

IP66 

Built-in battery capacitor:

Max. Output:

Charging methods:

Solar panel charging output:

Solar panel charging current:

Start-up modes:

Triple battery protection:

Power management:

Standard condition:

Line length:

Holder:

Full charged time:

Installation angle:

Waterproof: 

1.More than 0.2W solar power output is detected

2.Turn on by hand 

3.Operation load is detected

1.Over discharge protection

2.Over current protection

3.Temperature protection

1.Stop invalid charging

2. Higher than 91% output conversion rate

Multi outputs for differentdevices

 SP-6V 



Feature

Photo Resolution

Video Resolution

Screen Display

Lens Angle

IR LEDs

IR Range

PIR Angle

Trigger speed

Storage Medium

Wateproof

Model

PH880-4G PH870-4G PH770-8W PH770-5SPH810W

Product parameters
I tems Items PH910KPH830WPH800W

SHENZHEN ZECRE TECHNOLOGY CO.,LTDwww.zecre.com

PH780W PH820W

Model

PH920 PH700-8D

Feature

Photo Resolution

Video Resolution

Screen Display

Lens Angle

IR LEDs

IR Range

PIR Angle

Trigger speed

Storage Medium

Wateproof

4G LTE                  4G LTE                    WIFI                   WIFI                   WIFI  

32MP

4K

2.4 Inch LCD2.0 Inch LCD

 75°/100°                          102°94°

940NM

25m/80ft

90° 120°

0.2-0.6s

Micro SD, 512GB Micro SD, 512GBSD/SDHC, 512GB

4/8PCS AA Batteries,DC 6V
8/16PCS AA Batteries 

DC 12V

8PCS AA Batteries 

DC 12V

IP66

WIFI               WIFI                 WIFI  

28MP

4K

2.4 Inch LCD2.0 Inch LCD

102°82°

940NM

25m/80ft

90° 120°

0.2-0.6s

Micro SD, 512GB

6PCS AA Batteries 

DC 9V

4/8PCS AA Batteries 

DC 6V

Real 4K 120PFS Slow Motion Dual Lens

32MP 48MP 32MP

2.7K 4K

92°  75°/100°

940/850NM 940/850NM

90°

0.2-0.6s0.1s

Micro SD, 128GB Micro SD, 512GB

6PCS AA Batteries 

DC 9V

4/8PCS AA Batteries 

DC 6V

IP56 IP66 IP56 IP66

Power SupplyPower Supply



Feature

Photo Resolution

Video Resolution

Screen Display

Lens Angle

IR LEDs

IR Range

PIR Angle

Trigger speed

Storage Medium

Wateproof

Model

PH860 PH770-8M PH770-5S PH770-5SPH800G

Product parameters
I tems Items Ph900PH700GPH830

SHENZHEN ZECRE TECHNOLOGY CO.,LTDwww.zecre.com

Ph820 PH700Y

Model

SP-6V SP-612

Feature

Photo Resolution

Video Resolution

Screen Display

Lens Angle

IR LEDs

IR Range

PIR Angle

Trigger speed

Storage Medium

Wateproof

Dual Lens

32MP

4K

2.4 Inch LCD 2.0 Inch LCD

                          92°98°

940NM

25m/80ft

90° 120°

0.2-0.6s

Micro SD, 512GB Micro SD, 512GBSD/SDHC, 512GB

4/8PCS AA Batteries,DC 6V

IP66

28MP

2.4 Inch LCD2.0 Inch LCD

102°

940NM

90°

0.2-0.6s

4/8PCS AA Batteries 

DC 6V

Optical Zoom

2MP

2.7K 1080P

92°

850NM

Micro SD, 512GB

8PCS AA Batteries 

DC 6V

IP66 IP56

4K Interpolation 2.7K

28MP

2.7K

82° 75°/100°                           102°

940/850NM 940NM

20m/65ft

90°

2.7K 6V Output

50°55°

20m/65ft 300m/984ft

IP66 IP66

Power Supply Power Supply


